
DESSIN TECHNIQUE MYO 60 x  80  x  36”

Détail A Détail B Détail C

Détail D

Déverrouillage rapide
Bas du bloc

Détail E
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Acier inoxydable poli 304#
Bande d'étanchéité inférieure
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Schéma de certification; chaque 
pièce de verre nécessite.
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Dimensions entre les murs (1460 mm - 1478 mm)
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Pro�ilé mural en acier 
inoxydable 304

Bande étanche en PVC

Poignée
Acier inoxydable poli 304
Test de brouillard salin de 48 
heures
Approuvé

E

Verre trempé double face 
facile à nettoyer de 10 mm 
avec marquage SGCC.
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Rail supérieur SS304
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Réglage du panneau latéral 865-885 mm



TECHNICAL DRAWING MYO 60 x  80  x  36”

Detail A Detail B Detail C

Detail D

Quick Released
bottom of Block

Detail E

10

304# Polished S.Steel
Bottom waterproof strip
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Certification diagram; each 
piece of glass requires.
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Wall To Wall Size(1460mm-1478mm)
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Stainless steel 304 wall
pro�ile

PVC Waterproof Strip

Handle
304# Polished S.Steel
48 Hours salt spray test
Approved
Polished Chrome

E

10mm Tempered
Double Sides Easy Clean
Glass with SGCC Mark.
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side panel Adjustment 865-885MM


